Ruckfahrwarner Typ AVR95

Part no. RW-1399-95721

12-24 V, 95 dB, Forklift Engine Idling Sound

Specifications

Voltage range (V), nominal 12-24
Voltage range (V), functional

Power consumption (W)

Load capacity 0.4
Temperature range (°C)

Sound volume (dB) 95
Frequency, revolutions (Hz, rpm, fpm)

Working life

Others

Ingress protection IP67
Resistivity

Standards

Electromagnetic Compatibility

Transient spike protection

System size

Type

Mounting
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Ruckfahrwarner Typ AVR95

Dimensions

Mounting

Mounting type

Installation dimensions/diameter [mm]
Installation depth [mm]

Connector

Mating connector

Reverse polarity protection

Socket

Black wire

Red wire

Green wire

Orange wire

Part no. RW-1399-95721

Bare wire leads

Masse

Riickfahrwarner

Night Quiet (optional Nebelleuchte)
Night Quiet (optional Seitenleuchte)
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Ruckfahrwarner Typ AVR95

Part no. RW-1399-95721
Others

Material (Housing) Epoxy
Material (Diffusing lens)

Color (Housing) Schwarz
Color (Mount)

Color (Diffusing lens)

Variants
RW-1399-95721 12-24 V, 95 dB, Gerausch (Gabelstapler Standgas)

Accessories

Functional drawing
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