Generalschlussel

Part no. SL-1388-1

for ignition and start master key system 478020,
operates key codes 1L01 to 1L50, 1 pc., type 5

Specifications

Voltage range (V), nominal
Voltage range (V), functional
Power consumption (W)
Load capacity
Temperature range (°C)
Brightness

Brightness (raw lm)
Brightness (effective lm)
Brightness (cd)

Brightness (lx)
Performance class

Beam pattern/lens

Beam angle [°]

Colour Temperature (K)
Others

Ingress protection

Resistivity
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Generalschlussel

Part no. SL-1388-10000

Dimensions

Mounting

Mounting type

Installation dimensions/diameter [mm]
Installation depth [mm]

Connector

Mating connector

Reverse polarity protection 0
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Generalschlussel

Part no. SL-1388-10000
Others

Material (Housing)
Material (Diffusing lens)
Color (Housing)

Color (Mount)

Color (Diffusing lens)

Variants

Schliissel fiir Startschalter-SchlieRanlage SL-059-194xx und weitere, passt fiir alle

AL SchlieBungen 9401-9460, 1 Stiick, Typ 1 (rot)

flir Zliindstartschalter-SchlieRanlage 478020, schliet SchlieBungen 1L01 bis 1L50, 1 Stiick,

SL-1388-10000 Typ 5

Accessories
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